




INSTALLATION WALKTHROUGH:

For more information log onto www.curtmfg.com, & for helpful towing tips log onto www.hitchinfo.com

3. Reverse pull fishwire the 1/2-13 carriage bolts and the 
    CM-SP6 spacers. 

4. Raise the hitch into position and secure using the 1/2-13 
    hex flange nuts.

5. Torque all 1/2-13 fasteners to 110 lb-ft.

6. Raise the exhaust and reattach the rubber isolators
    removed in Step 1.
 
    Install is now complete.





GROSS LOAD CAPACITY WHEN USED AS A WEIGHT CARRYING HITCH:                LBS. TRAILER WEIGHT &             LBS. TONGUE WEIGHT.

************DDDDOOOO    NNNNOOOOTTTT    EEEEXXXXCCCCEEEEEEEEDDDD    VVVVEEEEHHHHIIIICCCCLLLLEEEE    MMMMAAAANNNNUUUUFFFFAAAACCCCTTTTUUUURRRREEEERRRR''''SSSS    RRRREEEECCCCOOOOMMMMMMMMEEEENNNNDDDDEEEEDDDD    TTTTOOOOWWWWIIIINNNNGGGG    CCCCAAAAPPPPAAAACCCCIIIITTTTYYYY....************

WARNING: ALL NON-TRAILER LOADS APPLIED TO THIS PRODUCT MUST BE SUPPORTED BY 18050 STABILIZING STRAPS.

********    FFFFAAAAIIIILLLLUUUURRRREEEE    TTTTOOOO    PPPPRRRROOOOPPPPEEEERRRRLLLLYYYY    SSSSUUUUPPPPPPPPOOOORRRRTTTT    NNNNOOOONNNN----TTTTRRRRAAAAIIIILLLLEEEERRRR    LLLLOOOOAAAADDDDSSSS    WWWWIIIILLLLLLLL    VVVVOOOOIIIIDDDD    PPPPRRRROOOODDDDUUUUCCCCTTTT    WWWWAAAARRRRRRRRAAAANNNNTTTTYYYY********

HAVING INSTALLATION QUESTIONS?  CALL TECHNICAL SUPPORT AT 1-800-798-0813

HITCH WEIGHT:         LBS.
 

INSTALL TIME
 

    PROFESSIONAL:        MINUTES
 

    NOVICE (DIY):         MINUTES
 

INSTALL NOTES:

INSTALLATION STEPS

PPPPEEEERRRRIIIIOOOODDDDIIIICCCCAAAALLLLLLLLYYYY    CCCCHHHHEEEECCCCKKKK    TTTTHHHHIIIISSSS    RRRREEEECCCCEEEEIIIIVVVVEEEERRRR    HHHHIIIITTTTCCCCHHHH    TTTTOOOO    EEEENNNNSSSSUUUURRRREEEE    TTTTHHHHAAAATTTT    AAAALLLLLLLL    FFFFAAAASSSSTTTTEEEENNNNEEEERRRRSSSS

AAAARRRREEEE    TTTTIIIIGGGGHHHHTTTT    AAAANNNNDDDD    TTTTHHHHAAAATTTT    AAAALLLLLLLL    SSSSTTTTRRRRUUUUCCCCTTTTUUUURRRRAAAALLLL    CCCCOOOOMMMMPPPPOOOONNNNEEEENNNNTTTTSSSS    AAAARRRREEEE    SSSSOOOOUUUUNNNNDDDD....

Curt Manufacturing LLC., warrants this product to be free of defects in material and/or workmanship at the time of retail purchase by the original purchaser.  If the product is found to be defective,
Curt Manufacturing LLC., may repair or replace the product, at their option, when the product is returned, prepaid, with proof of purchase.  Alteration to, misuse of, or improper installation of
this product voids the warranty.  Curt Manufacturing LLC.'s liability is limited to repair or replacement of products found to be defective, and specifically excludes liability for incidental or
consequential loss or damage.
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Parts List

DESCRIPTIONPART NUMBERQTYITEM

.250 x 1.00 x 3.00" SQUARE HOLE SPACERCM-SP641

CARRIAGE BOLT1/2-13 x 1 1/242

HEX FLANGE NUTHFN 121343

1/2" FISHWIRE1_2 FISHWIRE44

1. Lower the exhaust for ease of install.  (Remove (4) rubber hangers from exhaust side, leaving them on
    the car.)  NOTE: Use a spray lubricant or soapy water on the hanger rod and isolator to ease removal.
 

2. Fishwire the 1/2-13 carriage bolts and the CM-SP6 spacers into hole ("A") from hole ("B").  Refer to the
    "Fishwire Technique" diagram.
 

3. Reverse pull fishwire the 1/2-13 carriage bolts and the CM-SP6 spacers into hole ("B").  Refer to "Reverse
    Pull Fishwire Technique" diagram.
 

4. Raise the hitch into position and secure using the 1/2-13 hex flange nuts.
 

5. Torque all 1/2-13 fasteners to 110 lb-ft.
 

6. Raise the exhaust and reattach the rubber isolators removed in Step 1.

- LOWER EXHAUST
  

- FISHWIRE HARDWARE

TOOLS REQUIRED

RATCHET
3/4" SOCKET

EXTENSION
TORQUE WRENCH

PASSENGER SIDE 
FRAME RAIL 

DRIVER SIDE 
FRAME RAIL 

"A"
"B"

"B""A"

EURO MOUNT OPTION AVAILABLE
#45571 (1-7/8" BALL) #45572 (2" BALL) 

DESIGNED FOR USE WITH
BALLMOUNT #D-55001/45501
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